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(3) A list of equipment identification
numbers for pressure relief devices re-
quired to comply with §61.242-4(a).

(4)(i) The dates of each compliance
test required in §§61.242-2(e), 61.242-3(i),
61.242-4, 61.242-7(f), and 61.135(g).

(ii) The background level measured
during each compliance test.

(iii) The maximum instrument read-
ing measured at the equipment during
each compliance test.

(5) A list of identification numbers
for equipment in vacuum service.

(f) The following information per-
taining to all valves subject to the re-
quirements of §61.242-7(g) and (h) and
to all pumps subject to the require-
ments of §61.242-2(g) shall be recorded
in a log that is kept in a readily acces-
sible location:

(1) A list of identification numbers
for valves and pumps that are des-
ignated as unsafe to monitor, an expla-
nation for each valve or pump stating
why the valve or pump is unsafe to
monitor, and the plan for monitoring
each valve or pump.

(2) A list of identification numbers
for valves that are designated as dif-
ficult to monitor, an explanation for
each valve stating why the valve is dif-
ficult to monitor, and the planned
schedule for monitoring each valve.

(g) The following information shall
be recorded for valves complying with
§61.243-2:

(1) A schedule of monitoring.

(2) The percent of valves found leak-
ing during each monitoring period.

(h) The following information shall
be recorded in a log that is kept in a
readily accessible location:

(1) Design criterion required in
§§ 61.242-2(d)(5), 61.242-3(e)(2), and
61.135(e)(4) and an explanation of the
design criterion; and

(2) Any changes to this criterion and
the reasons for the changes.

(i) The following information shall be
recorded in a log that is kept in a read-
ily accessible location for use in deter-
mining exemptions as provided in the
applicability section of this subpart
and other specific subparts:

(1) An analysis demonstrating the de-
sign capacity of the process unit, and

(2) An analysis demonstrating that
equipment is not in VHAP service.

§61.247

(j) Information and data used to dem-
onstrate that a piece of equipment is
not in VHAP service shall be recorded
in a log that is kept in a readily acces-
sible location.

[49 FR 23513, June 6, 1984, as amended at 49
FR 38946, Oct. 2, 1984; 54 FR 38077, Sept. 14,
1989; 65 FR 78283, Dec. 14, 2000]

§61.247 Reporting requirements.

(a)(1) An owner or operator of any
piece of equipment to which this sub-
part applies shall submit a statement
in writing notifying the Administrator
that the requirements of §§61.242,
61.245, 61.246, and 61.247 are being imple-
mented.

(2) In the case of an existing source
or a new source which has an initial
startup date preceding the effective
date, the statement is to be submitted
within 90 days of the effective date, un-
less a waiver of compliance is granted
under §61.11, along with the informa-
tion required under §61.10. If a waiver
of compliance is granted, the state-
ment is to be submitted on a date
scheduled by the Administrator.

(3) In the case of new sources which
did not have an initial startup date
preceding December 14, 2000, the state-
ment required under paragraph (a)(1) of
this section shall be submitted with
the application for approval of con-
struction, as described in §61.07.

(4) For owners and operators com-
plying with 40 CFR part 65, subpart C
or F, the statement required under
paragraph (a)(1) of this section shall
notify the Administrator that the re-
quirements of 40 CFR part 65, subpart C
or F, are being implemented.

(5) The statement is to contain the
following information for each source:

(i) Equipment identification number
and process unit identification.

(ii) Type of equipment (for example,
a pump or pipeline valve).

(iii) Percent by weight VHAP in the
fluid at the equipment.

(iv) Process fluid state at the equip-
ment (gas/vapor or liquid).

(v) Method of compliance with the
standard (for example, ‘“‘monthly leak
detection and repair” or ‘‘equipped
with dual mechanical seals’’).

(b) A report shall be submitted to the
Administrator semiannually starting 6
months after the initial report required
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in paragraph (a) of this section, that
includes the following information:

(1) Process unit identification.

(2) For each month during the semi-
annual reporting period,

(i) Number of valves for which leaks
were detected as described in §61.242-
7(b) of §61.243-2.

(ii) Number of valves for which leaks
were not repaired as required in
§61.242-7(d).

(iii) Number of pumps for which leaks
were detected as described in §61.242-2
(b) and (d)(6).

(iv) Number of pumps for which leaks
were not repaired as required in
§61.242-2 (c) and (d)(6).

(v) Number of compressors for which
leaks were detected as described in
§61.242-3(f).

(vi) Number of compressors for which
leaks were not repaired as required in
§61.242-3(g).

(vii) The facts that explain any delay
of repairs and, where appropriate, why
a process unit shutdown was tech-
nically infeasible.

(3) Dates of process unit shutdowns
which occurred within the semiannual
reporting period.

(4) Revisions to items reported ac-
cording to paragraph (a) if changes
have occurred since the initial report
or subsequent revisions to the initial
report.

NoTE: Compliance with the requirements
of §61.10(c) is not required for revisions docu-
mented under this paragraph.

(6) The results of all performance
tests and monitoring to determine
compliance with no detectable emis-
sions and with §§61.243-1 and 61.243-2
conducted within the semiannual re-
porting period.

(¢) In the first report submitted as
required in paragraph (a) of this sec-
tion, the report shall include a report-
ing schedule stating the months that
semiannual reports shall be submitted.
Subsequent reports shall be submitted
according to that schedule, unless a re-
vised schedule has been submitted in a
previous semiannual report.

(d) An owner or operator electing to
comply with the provisions of §§61.243—
1 and 61.243-2 shall notify the Adminis-
trator of the alternative standard se-
lected 90 days before implementing ei-
ther of the provisions.

40 CFR Ch. | (7-1-06 Edition)

(e) An application for approval of
construction or modification, §§61.05(a)
and 61.07, will not be required if—

(1) The new source complies with the
standard, §61.242;

(2) The new source is not part of the
construction of a process unit; and

(3) In the next semiannual report re-
quired by paragraph (b) of this section,
the information in paragraph (a)(5) of
this section is reported.

(f) For owners or operators choosing
to comply with 40 CFR part 65, subpart
C or F, an application for approval of
construction or modification, as re-
quired under §§61.056 and 61.07 will not
be required if:

(1) The new source complies with 40
CFR 65.106 through 65.115 and with 40
CFR part 65, subpart C, for surge con-
trol vessels and bottoms receivers;

(2) The new source is not part of the
construction of a process unit; and

(3) In the next semiannual report re-
quired by 40 CFR 65.120(b) and 65.48(b),
the information in paragraph (a)(5) of
this section is reported.

[49 FR 23513, June 6, 1984, as amended at 49
FR 38947, Oct. 2, 1984; 54 FR 38077, Sept. 14,
1989; 65 FR 78283, Dec. 14, 2000]

TABLE 1 TO PART 61, SUBPART V—SURGE
CONTROL VESSELS AND BOTTOMS RE-
CEIVERS AT EXISTING SOURCES

8 Vapor
Vessel capacity 1
(cubic meters) (Iglroesglsjézls)
75 < capacity < 151 2131
151 < capacity >52

1Maximum true vapor pressure as defined in §61.241.
[65 FR 78283, Dec. 14, 2000]

TABLE 2 TO PART 61, SUBPART V—SURGE
CONTROL VESSELS AND BOTTOMS RE-
CEIVERS AT NEW SOURCES

y Vapor
Vessel capacity 1
h ressure
(cubic meters) (Ifilopagcals)
38 < capacity < 151 >13.1
151 < capacity 207

1Maximum true vapor pressure as defined in §61.241.

[656 FR 78283, Dec. 14, 2000]
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